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C007]-W812-240/CRL 2 4 4.0 1:0.3~1:2.9 | 1.4~3.6 5 UYX128GASZ£10 4500
C007]-W812-356/CRL 3. 5 5.6 l 1:0.3~1:2.9 l 1.4~3.6 5 UYX128GAS#10 4500
C007]J-W812-364/CRL |3 5 | 6.4 1:0.3~1:29  1.4~3.6 5 UYX128GAS#10 4500
C007]D-WEg12-240/CRL 2- 4 4.0 I 1:0.3~1:2.9 [ 1.4~3.6 5 UYX128GAS#10 4500
C007JD-W812-356/CRL |3 5 5.6 1:0.3~1:2.9 | 1.4~3.6 5 UYX128GAS#10 4500
C007]D-WEg12-364/CRL 3-. 5 6.4 1:0.3~1:2.9 1.4~3.6 5 UYX128GASZ£10 4500
DESCRIPTION

BOTTOM HEMMING WITH LEFT FAEBRIC

TRIMMER

Left hand side fabric timming before hemming. For
sleeve opening and bottom of underwears, T-shirt or

sportswear etc.
OPTION
DEVICE MOTOR TABLE
Model Clutch Servo
UTP
uta TT2:
coo7J T32xxHx
CL T74e
C007-T25
UTPICL
TA4DTxx
UTQ/CL CO07JD N
TE400x¢
STANDARD

CRL

.. LEFT HAND SIDE TRIMMER

Left hand side fabric timming makes fabric edge

aligned to seam.

Available Model:
C007J-wg12, C007JD-Wg12
C007J-w822, C007JD-Wg22




