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FO07K-U613-256/FBP 2 3 5.6 1:0.5~1:1.3 | 1.6~4.2 7 TVx5#14~#18 6000
FOO7K-U613-264/FBP 2 3 6.4 1:0.5~1:1.3 | 1.6~4.2 7 TVx5#14~#18 6000
FOO7KD-U613-256/FBP |2 3 5.6 1:0.5~1:1.3 | 1.6~4.2 7 TUx5#14~%18 6000
FOO7KD-U613-264/FBP (2| 3 6.4  1:0.5~1:1.3 | 1.6~4.2 7 TVx5#14~#18 6000
DESCRIPTION
BELT-LOOP SEAMING

OPTION

Mass production for belt loop by using stripped tape.

DEVICE MOTOR TABLE
Maodel Clutch Senvo
FOOTK T32xxH 72
o - FOO7K-T
TA401xx
FOO7TKD
T6421x
STANDARD
wEEE FBP (K)

% 8

BELT LOOP SEAMING

Mass production for belt loop by using stripped tape.
1. Normal W122 type can be changed to FBP type
‘with FBP-256 or FBP-264 for belt loop sewing.

2. Binder and needles may be different size depend
on different materials. Please refer to the sheet and

remark when ordering.

MNeelde Finished Biner Fabric

Gauge Size Mo. Type

5.6mm 9mm FBPO1A SuUITS

5.6 mm 10 mm FBPO1B sSuUITs

6.4 mm 12 mm FBPO1C JEANS
Available Model:

FOO7K-UB13, FOO7KD-UG13




